
FKRP-SUS
FKFP-SUS

Features:

Technical Information

Protective cap is attached by press-fit into the handle, so it does not gather dust and dirt.
All made from stainless steel, for excellent corrosion resistance.
Perfect for use on food processing machines etc. where frequent cleaning is required.

FKFP-SUS,FKRP-SUS STAINLESS STEEL ADJUSTABLE HANDLES WITH PROTECTIVE CAP

Stainless steel
（SUS303）

Cap/Locking Type

Stainless steel (SCS13 
equivalent to SUS304）
Electropolished finish
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How To Adjust Handle Position

FKFP-SUS (Tapped)

FKRP-SUS (Stud)

Lift the handle to disengage 
the teeth from the locking 
element.

Turn the lifted handle to a 
desired position.

When the handle is released, the 
return spring automatically engages 
the teeth again for further 
tightening.

Part Number Lf Weight
（g）

FKFP  6-SUS
FKFP  8-SUS
FKFP10-SUS
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Part Number L Weight
（g）

FKRP  6×15-SUS
FKRP  6×20-SUS
FKRP  6×25-SUS
FKRP  6×30-SUS
FKRP  6×40-SUS
FKRP  6×50-SUS
FKRP  6×60-SUS
FKRP  8×15-SUS
FKRP  8×20-SUS
FKRP  8×25-SUS
FKRP  8×30-SUS
FKRP  8×40-SUS
FKRP  8×50-SUS
FKRP  8×60-SUS
FKRP10×20-SUS
FKRP10×25-SUS
FKRP10×30-SUS
FKRP10×40-SUS
FKRP10×50-SUS
FKRP10×60-SUS
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