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Part Number d |Do | D2 | di | d2| L | L A B

D1 | Ri | D1 | Ri
GRL50SWA-Y 10 | 50 | 35 | 30 | 24 | 21 |17 14 | 27 | 20 [ 30933 [144
GRL60SWA-Y 12 160 | 42 | 32 | 26 | 23 |20.1] 16 | 32 | 25 |37.9|35 16
GRL70SWA-Y 15 | 70 | 49 | 35 | 29 | 28 |24 20 | 38 | 30 |445]6

Part Number Bearing Type W(e;isht Applicable Roller Pins
GRL50SWA-Y 52002Z 195 RLP10SWA | RLP10EWA
GRL60SWA-Y 520127 315 RLP12SWA | RLP12EWA
GRL70SWA-Y 520277 525 RLP15SWA | RLP15EWA

*) D1 and R1 dimensions are for polished round steel bar that is available commercially.

CFeawres: [l Appication Example

+ Perfect for use in application that generates radial loads,
axial loads in either direction, and moment loads.

+ Use as rollers for sliding doors or carriers.

* Heavy-duty

Technical Information:

Load Rating of Bearings

; Basic Load Rating |Basic Static Load Rating
Bearing Type criN) Cor(N) [ H W 0|
520022 6950 3800
5201ZZ 9150 5050
520222 10000 6050

Applicable Roller Pins

[RLP-SWA | ROLLER PINS
ECCENTRIC ROLLER PINS



