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Plunger
Wrenches

(Stainless steel,With Nut)

Type

SDX-N

SDX-WN

SDX-N-SUS

SDX-WN-SUS
(Steel, Without Nut)

SDX-WN-SUSSDX-N

SDX-WN SDX-WN-SUSSDX-N-SUSSDX-N
(Without Nut) (With Nut)

Type / Size

10
12
16
20

Heat treated to Rc53-55Stainless 
steel
(SUS303)

Stainless 
steel
(SUS302WPA)

Stainless steel(SUS420)

Black oxide finish Heat treated to Rc58-62
Steel(SUM22L) Steel(SUM22L)

NoseSpringBody
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SDX-AN-SUS Stainless 
steel(SUS303)

SDX-AN-SUS SDX-AWN-SUS

6
8

10

5

d

4

（ ）－０．０２
－０．０４



Replacement Nuts for         and         Plungers

・

・ The retractor stud also serves as connecting
end for remote-control operations.

Pulling the retractor stud allows the nose
to retract for repositioning, and releasing
the retractor stud allows the nose to return
to the original position.
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　848
1507
2355

Shearing Force Capacity

Features Reference

Technical Information

Type / Size
Nose Strength Data

10
12
16
20

Heat resistance : １８０℃

　8 　377

SDX-WN-SUS
SDX-N-SUS
SDX-WN

SDX-AN-SUS
SDX-AWN-SUS

SDX-N

SDX-AWN-SUS
Without Nut

SDX10AN-M4-SUS 12
6

48
19

(Stainless Steel, Non-Hardened Nose)

SDX 8AWN-SUS

SDX16AWN-SUS
SDX12AWN-SUS

Part Number

SDX10AWN-M4-SUS 18
9

65
28

With Nut
Weight（g）Weight（g）

28
65

119

18SDX10WN-M4-SUS
SDX12WN-SUS
SDX16WN-SUS
SDX20WN-M8-SUS

19
48
85

12

SDX20N-M8-SUS

SDX10N-M4-SUS
9SDX 8WN-SUS6

9SDX 8WN6

65
28
18

Weight（g）

SDX10WN-M4
SDX12WN
SDX16WN

Part Number

119

Weight（g）
With Nut

Part Number

SDX20WN-M8
48
19
12

Weight（g）

85

Weight（g）

(Stainless Steel, Hardened Nose)
Without Nut

SDX-WN-SUS

SDX 8N

With Nut

(Steel)SDX-N

SDX10N-M4
SDX12N
SDX16N

Part Number
Without Nut

SDX-WN

SDX-N-SUS

SDX20N-M8

SDX 8N-SUS

SDX-AN-SUS

Part Number

SDX12N-SUS
SDX16N-SUS

SDX 8AN-SUS

SDX16AN-SUS
SDX12AN-SUS

Part Number

Retractor Stud

Nose

Plunger WrenchesSDX-Z

NDX SDX

NDX 8-NUT-SUS
NDX 6-NUT-SUS

NDX 8-NUT M 8×1
M 6×0.75NDX 6-NUT

M10×1

M16×1.5
M20×1.5

M12×1.5NDX12-NUT
NDX16-NUT
NDX20-NUT

NDX10-NUT NDX10-NUT-SUS
NDX12-NUT-SUS
NDX16-NUT-SUS
NDX20-NUT-SUS

Stainless SteelSteel
Part NumberPart Number

Thread
Size




