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Original ELESA Model VB.639

TAK-NTTAK-NB TAK-N
(Tapped Through)(Stud)(Tapped Blind)

(Tapped Blind)
TAK-NB

(Stud)
TAK-N

(Tapped Through)
TAK-NT

Glass-fiber reinforced

(Excepting dia. 130)

Stud

Zinc platedpolyamide plastic
Black matte

Glass-fiber reinforced
polypropylene plastic
Black matte

Steel(SUM22L)

Insert

－

Brass

Brass

ー

ー

KnobType

TAK-NB

TAK-N

TAK130NT

TAK-NT



（g）

48

B

23

d1

18

M

M 8×1.25

D1

15

A

25

Lf

15

25163620M12×1.75
3017M10×1.5 21

25
60

26

H

28

D

63TAK 60NB

Part Number

3642100TAK100NB
80 35 32TAK 80NB

WeightD2

13

d1 （g）M B D1A

25
M10×1.5

20
24

M16×2

30 18 17

H

63

D

60NTTAK

Part Number

36100TAK100NT
32TAK 8080NT

Use in hot or highly humid circumstances can 
deteriorate the plastic material properties.

TAK130NT 130 47 43 40 34 22 157

50
M12×1.75

21 162728
60NTATAK

35
42 37 2031

25

WeightD2

F1

b1

h

P
Strength Data

Knob Size

63

130

Impact Strength

80
100

Max. Torque

T1［N・m］＝F1［N］×b1［m］ S1［J］＝P［N］×h［m］

T1(N・m) S1(J)
30
80

7

110 8
135 9

※P＝6.7N(Hard Ball)

（g）

44

L

25

M d1

18

A

2526 M 8×1.25

40 253636 M12×1.75
30M10×1.5 213032

H

28

D

63

Part Number

42100
3580

WeightD1

TAK100×40N

TAK 60×25N
TAK 80×30N

47

77
105

78
126

Notes:

Technical Information

96

TAK-NB

TAK-N

TAK-NT

(Tapped Blind)

(Stud)

(Tapped Through)

Working temperature : Between －30°C and 130°C


